
0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND uur-m. 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condi~io
n D. i .i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: e. c.:/ c.·.(, ,v., i'' ,, ""\ 

Date of lpspection: llTime: • ' 

jii/fl 
. 

Shift: (First or ~CO!)d)
 

,,_,s,fr ·"· Cc·"t J 
. 

Monitor !D: 
I .·. / ,:~ '···' (. • .. 

Instrument Calibration Gases: j j 
~· ·:.; ('• h '• ". ,J ~ \ .; .. 

I C: 'l ' 

Background Instrument Reading: ",! 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

(cARB~N. 
OR FLARE* 

SITS Shredder 
Running Down 

I 
,/ I ' 'A'"" 

;~./ 

/1 .• ~· 

I 

I ATDU/OWS 
Running Down 

l\i 

:/ 
,., -~- / 

;J 
'\ ::, 

Area 8-- Tanks 52,53,54 Runnip-g Down 

(~ rJ 

{Tanks 02 through 04) 

_/ 
,,,.. ,,: 

(; 
--~'" 

~/ 

-

Distillation Unit 
Running Down 

~~\ 
I /' 

t~ ('/ 

'v"'j 

L-

Tank 51 

Run 0ing Down 
,, ...... .L. 

(1 (":/ 

,/' 

-.. 

Tank 55 

RunrJ.Jng Down 

) 

~f/il 
--- --------·------ -----

Revised 2/10/09 



;'-

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY Al\lw ~. 

Condition D. 1.10 Carbon Adsorber/Canister Monitoring 

Condition D.i.i7 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shaH replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 
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ATDU I OWS 
Running 

-
- -

Area 8 ·-Tanks 52,53,54 

~
 

-

Tanks 02 throu h 04 

Distillation Unit 

-

Tank 51 

-- - -

Tank 55 

-· - -

--
--
·-
--
--
--
~-

Revised 2/1 0109 

--
~ ----



D. i. CARBON ADSORPTION MONITORING LOG FOR DAILY ANu \>(-..r 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18:M INSPECTION 
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D. 1. CARBON ADSORPTION MONITORING LOG FOk uf-\,. __ _ 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Location of Carbon 
Unit Status 

Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 
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D. 1. CARBON ADSORPTION MONITORING LOt.;,,'--· 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the DISlll•-· 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough !s detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
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D. 1. CARBON ADSORPTION MONITORING LOG Fur-.. L.- •• 

Condition 0.1.1 0 Carbon AdsorberJCanister Monitoring 

Cdndi~
ion D. i .17 Record Keeping Requirements (c) 

PC! sha!! document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation v. "'• 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 
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0. 1. CARBON ADSORPTION MONITORING LOG FOK Ln· .. -

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Ccindltlon 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCJ shall replace the carbon canister when breakthrough is detected as stated below under Note . 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAIL 1 r..~ 

Condition 0.1.1 0 Carbon Adsorber!Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18:',M ll"!SPECTION 

Inspector: 

Monitor ID: 

Location of Carbon 
Unit Status Inlet 
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Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. 
Replacement Roll Off Box No. for 

Offsite Combustion 
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Area 8 ·-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

I 

Tank 51 

-

Tank 55 

Revised 2/10/09 

~-"-'-
-' 



• • 
0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 61.10 Carbon Adsorber/Canister Monitoring ' 

CdndWon D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJB:M INSPECTION 

Inspector: 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1. 10 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

• 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall mplace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJE,M INSPECTION 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i .17 Record Keeping Requirements (c) 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.114 CARBON ADSORPTION SYST11LM INSPECTION 

Inspector: 
f:'t/ '· 1· ·Y. ( .. 

Date of ln?pection: 
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Location of Carbon Unit Status 
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0.1.12 Daily Visible Emissions Notations Per Each Daylight Shift 

(Stack SDS 04) 

Visua! 
Inspection 
.N0R.MAL 

qr 
:ABNORMAL 

Time: 
Comments 

.. Visible inspection must be performed during normal daylight operations and during the part of operations that would normally t 

~a~:~i:~s g;e~~e::u~:~fs~~~sdegree to which emissions reduce the transmission of light and obscure the view of an object in tt 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Car.bon Adsorber/Canister Monitoring 

Cdndition D. i .17 Record Keeping Requirements (c) 

• 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of ln.s sp \jiolt 7J ) Timer .. ; 

~117 (1 { ill/ 

Shift: t:~or
1Seco~ 

Monitor ID: 

Instrument Calibration Gases: 
~ 

Background Instrument Reading: 

Location of Carbon 
I 

Unit Status 
I 

Inlet 
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Exhaust 
I 

Visual 
I 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 
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Vapor Recovery System: Running Down 
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-
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f 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condi-::ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: --r~J,/ (ipJ' 1 ~'x(1 l; ·····~. 
Date of Jnslilection: r Time: 

'7 i l I : , /···· ... 

Shift: (First or /Secorj,d) 

'-···· i ~:;(!! . ·~ r/ 

Monitor !D: 
1

, .~, 1 12 ''· c -~:cc) ~_j 
Instrument Calibration Gases: 

1. ~·~ . .h ")~., / t:. n ~- /c /'p 

Background Instrument Reading: 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

V~p"Dr.Recovery System: Running Down 

. ' 
l"v 

~ARB~ . OR FLARE* 

-~Shredder 
Running DOWVJ () ~4 /~/ 

--· 

_, .. _ 
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ATDU I OWS (:~:t~g 
Down t?'' l'.,ji 
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j/ 
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-
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Coridition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

' 

• 
PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1H:M INSPECTION 

Inspector;_ ,1 . 
~~ox 

Background Instrument Reading: v oo 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon 

Control Device 
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,-:~~ 

YIN 

;~,.~~at._f~ecovery System: ~unning ~ Down 
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Area 8 --Tanks 52,53,54 Run~ing Down 
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Tank 51 
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~· ;l\ I (.) 
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\ ~,'3 \ D N ·-
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1B:M INSPECTION 

Inspector: /'7 
7:" J "-~···=-') '• 

Date of lnsp,ection: 1Time: t;/J 
? / ~~ .... ~~· 

Shift: (First or(~ec~Jld) 
•••••••••••• J / 

~~----¢"'" 

Monitor ID: 
(' .. .. •. .., C) .. ! .. .~ 

Instrument Calibration Gases: 
/ •" ·; .~ '· i. \; / '(~. •·1 .... 

: ) • (,t;l 

Background Instrument Reading: (.:) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Insp. Replacement Roll Off Box No. for 
Offsite Combustion 

Control Device 
Y/N Date Time 

Vapor Recovery System: 
Running Down. .:0/L lV 

CARBON . OR FLARE* 

SDS Shredder 
Running Down C ... :· .ilJ~ r:l' 

',./ . ' 

ATDU 1 OWS 
Runniry.9 Down .. /"'l 

1 // 
.. :i ~ jl ! ." ...• / 

Area 8 ~-Tanks 52,53,54 
Runni(Yg Down ,·• c. (~ ?\.,/ 

! 

_iTanks 02 through 04) 
' ~ .. , l.j' 

'/' ... 

Distillation Unit 
Runnj;lg Down / (' 

Ll" ) 
·· .... /· ,/ 

..... ~·"" 

j 

Tank 51 
Runl)/ng Down I () 

·~~~ 

tll 
~, i i.~/ '// 
·" ' ~ 

Tank 55 
Ru~11)l.t'ig 

Down 
~: c;{ ~· \ l 

. tC t) 
~ ... 

Revised 2110/09 



---.---------- • 
D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

• 
PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8-- Tanks 52,53,54 
Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 
Offsite Combustion 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0. I. I 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

lnspectorfi) 
'1'>t 

Date of ln,~efition: 

Shift: (FJ!st or S~cond) 

:::x:"'c_ond 
Monitor iD ""' 

I f) 1 

Instrument Calibration Gases: 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8-- Tanks 52,53,54 

Tanks 02 throuoh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

l 

Unit Status 

Running 

Running 

Running 

Running 
1..-/// 

Runn~ 
\.._,../ 

Runnip.g 

Run nil).@ 
/ 

--..._,F/j 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

YIN Date Time 

_,--""~----

5:oo 
A!" 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

·~~ 
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0. i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 G" Carbon Adsorber/Canister Monitoring 

Condition0.1.17 Record Keeping Requirements (c) 

• 
PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: e :/(
1

,, •• v~· .) ' 

Dat1 /V?L_~ection: 
I j Time: 

Shift: (C!'r~ or Second) ~f 
.. ···~ / ) ! '"' ,·,~ 

Monitor !Ott" k:- 0;.. Lr ·"· D··C/• .. > 

Instrument Calibration Gases: 

.J. ~~ > t ·r •i -~::.~'c t~ .- f C-·1.:> 'l' 

Background Instrument Reading: 
;;,,) . . '-.) 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

,f'~~'- 1<0"~"~"-
~"-

~~~- l\./ 

~A~Bot:~J OR FLARE* 

~Shredder 
Running Down f/ /\/ 

'- 1.:_,., 
',,,,,.1 

.... ~ .. -

ATDU I OWS 
Running Do'!'ifn i Fl h/ 

L I 
.. , · ......... 

Area 8 ·-Tanks 52,53,54 Running Down // /\/ 

, (Tanks 02 through 04) 
J. . .. ;: 

......... 

Distillation Unit Runnjng Down 

'2, :: i 

/:' r/ 
l / 

Tank 51 
Runnjng Down 

\ . . ;'; _d)' 
}/J rl 

:// 
--' \- -- i 

Tank 55 
Running Down 

.. :..1 .. ';: :/ 

I lt 
I 

... 

~f 

...... • - -- ---

---------
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0 .1. i 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:/:) 
'·K; 

Date of !nspectio 

8 
Shift: (First.,gr_ Sec. on~f) 

.;'lec,cnJ 

Monitor 10: 

Instrument Calibration Gases: 
i'v';, ~ ~- '""l 

Background Instrument ReadingC) 

Location of Carbon I Unit Status 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuClh 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/l 0/09 

Running 

Running 

Running 

Running 
·../··· 

Running 

i_,/ 
Running 

~ 
Running 

.,_/ 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Coi1dit·ion D. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CA.RBON ADSORPTION SYST11LM INSPECTION 

Inspector: .-,~~,:' J ( 1 
./ 

t': i 
' v"t{) f ./'' 

Date o~~~~~fl~~~~.~9n:1 
/ I Time: 

(· ,{l 

Shift:((Fir;.~
 or Second) , / 

··-· 
,c·, .,,, 

Monitor ID: 
/1 •l 4( :~c·'!' .-C c~ ) 

lnstrum~;m
t CalibratioJ:l G9ses; / 

,;- ";, ,.,,., '"' ·"f,i •J/ ~~. \: •... 

Background Instrument Readrng: c! .... ) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

VaporRecovery System: Running D~;~ 

CARB;ot4 . OR · FLARE* 

l/./ 
1.// 

1-........ 

_,f' 

" 

'·'S'DS Shredder 
Running Dowp'· J 

~ 

/" :/} 

··f/ l/ 
.~~~ 

: ATDU/OWS 
Running Down ···"' 

.P"'~ !c l) 

;/ 

I 

":, '\ 

.... ~····" 

j 

/ 

•'" 

Area 8 • -Tanks 52,53,54 Runnin..if Down 
i 

/2 ,j 

(Tanks 02 through 04) 
! 

! "'t 
::) 

i,// 
·-

., 

Distillation Unit 
Run~Jiig 

Down '"""') ·)/: C> t. t:/ 
./'· 

··< .. 

Tank 51 
Runn~g 

Down 
/:2 

/ 

/ 
" c> :.) 

/ 

"/ 

/ 

: 

Tank 55 
Runntpr'g Down 

i /: ') 

'~/~"'"" 
" 

\ ,) 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndltlon 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector~ ' f",,J 

Date 

Background Instrument ReadingQ· · 
I' 

.,j 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

. SDS Shredder 

ATDU/OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

RunninJJ 
·-// 

Runni~ 
',_/ 

RunniiJg 
v/ 

Running 

Running 
,/ 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK I t:r..L.. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1. 17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJILM INSPECTION 

Inspector: zl <:: .:;/ ~ ... z. vj i 
.: . 

Date of lnspeption: !Time: 

,,( i i / . 

/ ( 

Shift: (Fir9tt or Sec~nd) 

··~.~./j 
• l .. ~ ' 

Monitor ID:t'' 
: V\ 

('1 ''· 'Z •. ..:.~: c' 

Instrument Calibration Gas~§: /: . I, 

-

·-!-··· ::; i • .... 
'· 

·i~ \ .. 
(, Cl tl' 

Background Instrument Reading: \ 

... / .• ./ 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YfN Date Time 

Vapor Recovery System: Running Down 

/ \ 

/) 

t/ 

{ 
\ 

\ 

(CARBOf1 OR FLARE* 

/ ·-
# 

SQ.s·Shredder 
Running Down ; 

'/ 
I( '/ 

"'' 

:t/ 
\.~~/· 

''"·~·~ .. -·~ 
_, ....... 

ATDU I OWS 
Running DowJ'I 

/ lJ ~/ 
/ 

} / .. .;; .. 
/ 

.. 

Area 8 --Tanks 52,53,54 Running· Down 
-:. i ') 

f: r/ 

·(Tanks 02 through 04} 
I 

\' ,l 

~ "\ ' 

/ 

-

Distillation Unit 
Runni!Jfi Down . y' 

' /: 

. / : . 
.tJ. 

/ 

·' 

Tank 51 
Runnind Down 

.. - ./ .. I /~~ j 

:,// 
: 1 ' 

\,,) 

. 

Tank 55 
Run

1

/g Down ! 

~ { 
/~. r../ 

"":: 

-
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D. ·1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAR-t t:I"'O.L, 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1 .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Monitor ID: 

Instrument Calibration Gases: 

Background instrument Reading(J 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Running 

Running 
,_,/? 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



• • • D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

"' Conl;lition 0.1.1 0 Carbon Adsorber/Canister Monitoring 
Condition 0.1.17 Record Keeping Requirements (c) PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 
and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Instrument Calibration Gases: 

Background Instrument Reading· 

Location of Carbon 
Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

Unit Status 

Running I Down 

SDS Shredder 1 Running 

ATDU I OWS 1 Runni~ 
~ 

Area 8 ·-Tanks 52,53,54 
Tanks 02 throuah 04 
Distillation Unit 

Tank 51 1 Running 

Tank 55 1 Running 

Revised 2/10/09 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 
Roll Off Box No. for 
Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit·ion 0.1.17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 
f_ J l~e <-" ;;? + V\ 

Date o~ Inspection: 

?Jir,t-1 tl 
u' I Time: 

/7 {) 0 

Shift: ~t or Secondk; S f 
Monitor 10: /Y: , , d(' 

, , " 1 ~ {_ al-e) on 
Instrument Calibration Gases: 

I u 0 Pl~1 i\\ X I ' I .,._, .. , h ,, +., It..'\'(_ 

Background Instrument Reading: 
(5,Q 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

~~ecovery System: Running Down/ _f( ) 
/ --- ll -----

I \CARBO }II OR FLARE* t/ ---- ·- -

~hredder 
Running Dovrn 

;~:{'(; 0 fr_ r) --tl - -
ATOU 1 OWS Running Dowri <Y i':) lf r) 

/ "\ ~ 
-

L .;;l ' 
..--

Area 8 ~-Tanks 52,53,54 Runnjt\g Down 

l J ~ ~7 C) ,J, I ff rJ 
(Tanks 02 throu~h 04} 

I 

-
Ll 

. -·-
I 

-

Distillation Unit Runnip'g Down 

~!7(~s ) f I D 11 rJ - -
t/ 

~ 

Tank 51 Runnyg Down c;c7c:J 0 1,- rv f1 rJ 
v / 

- -

Tank 55 Runn0g Down s/c1 ,,~~ ~ 0 rt r.J ,v - -----c -

Revised 2/l 0/09 

• • .,. . Per Each Daylight Shift 

. . issions Notations 

0.1.12 Daily \hsible Em (Staclz sos 04) 

V\S\BLE EM\SS\ 
\nspector: 
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

.Jl...o"" ................. ..._... ........ JI.. .............. ' ... .... ------- ---- .... _ __, -- - - -

Inspector: --,-; j c rt~;;;-D Vl ' 

Date o'llnspection: 

8 [j)l( ~~~ 
rime: \Od f) 

Shift: (First o~ J 
<:; ..,_,{I_ c """ 

Monitor ID: 
fh .~ t k {A_ r_/ J--D o o 

Instrument ~libba~n Gases: 

~ k- \tf'"<-"'-C loo fpfll 

Background lnstrum1ent Reading: 0 () 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Devic~ 
Insp. Replacement Roll Off Box No. for 

v~~ 

Off5ite Combustion 

YIN Oats Time 

Vapor Recovery System: ~ 
Down f+ rJ ;-'~ 

CARBON OR (;'2AR~ 
- - -

~--------

-
sos Shredder Running e ) /) nl ------ - -

j~ 

-·-

ATDU I OWS ~ 
Down 

~7 ~ 4 iv f' ":J l) - ~ 

Area 8 • -Tanks 52,53,54 ~ 
Down 

{ (., 1 ~ :s, )__ Pr r/ -------------
(Tanks 02 through 04) 

- ......, 

Distillation Unit ~ 
Down rJ 

---

-~7 s I D fl- ----J: 1 -- -

Tank 51 Ru~~ Down 0 It J ----
/~ '"' J.9lG, i, )_ 

_,..--- -
Tank 55 ~ 

Down 
t5'l ~ /7~. ~ !f rJ --------0 

- -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0 .1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per sh.ift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Location of Carbon 

Control Device 

CARBON OR 

SDS Shredd 

ATDU/OWS 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10109 

Unit Status Inlet 

Down 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- ----- ----

Inspector: 

Monitor !D: 
/'1! G :Jo 

Instrument Calibration Gases: 
-+\ I'-¥\_ 

Background Instrument R ading: 
(5, 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Time 

-
-

ATDU I OWS -
......-' 

,--" 

Tank 51 
.....-" 

Tank 55 
,--

- - ··- --- ------------ -

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: _ 

/Vir_A~"' t,/; r, -7 r;; ~C: 
Date of Inspection: 

~' ~~ -il 
I Time: 1j ,rLX:J 

Shift: (First or Jecond) 
r-: r ,~ 

Monitor ID: 
/l1~~,, 9-a c, _:Q~(j 

Instrument Calibration Gases: 
~-T Sf; ~ r , ~~ , ft, ! I) • J ,"/r*' 

Background Instrument Reading: J ''-· ' . 

(j t) 

Location of Carbon ' Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running/' Down 
/ 

! / 

c 

CARBON OR FLARE* \~/ 1// 
SDS Shredder Running OJ? i\, /I 

"-··-···"'"'' ...... 

// 

v 

ATDU/OWS Ru&g Oown 

L1\J~ J,) 0 ,:j 
// 

. 'J 

; 

., ..... I 

Area 8-- Tanks 52,53,54 Runf,ling/ .. Down ts3~~ C) ; ( /\ j 
(Tanks 02 through 04) v' / 

-· 
,/{ 

-

Runnil;ly Down i\ '\)/ 
Distillation Unit lfi./ Cf7\ L1) 

....... 

~~<~/ 

# ' 

Tank 51 R~ng Down 3J'{) \) h 0 l\ li ~--· 

Tank 55 Runnin!4/ Down , ..... 77{) r:J ~ ( \ !\ IV! 
\// 

"'· .......... 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

1 P!ac'"'' 
-- -~'or 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -re__J t(; aV) 
Time: 

~0<'\.. 

Monitor 10: 
tvL ~ t, t-'L 

Instrument Calibration Gases: 
T 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

- f!-- - --
-- -

ATDU J OWS 
- - -

- - --

--- ---
Tank 51 

- -
Tank 55 

- -

Revised 2/10/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi~ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

instrument Calibration Gases: 

Location of Carbon I Unit Status r Inlet 

Control Device 

Down 

Down 
~/-

I Down 
ATDU I OWS IRu~r 

Area 8 -- Tanks 52,53,54 Rurrg I Down 

Tanks 02 throu h 04 

Distillation Unit Ru,/g Down 

Tank 51 I Ru~;rg I Down 

Tank 55 / Run/pg I Down 

\ 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: (i) cJ< 
'-K 1 

fAwfVIo 
Date of ingjcti/n: 

lb 11 
I Time: 5o CO AM 

Shift: (First or Second)J 

Sec on 

Monitor 10: M . 
I() I Qere 2oal7' 

instrument Calibration Gases: 
1 sa r3 u 7Y LRE IOoff'M 

Background Instrument Reading: . O 
0, 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Running Down 

v---
A N 

-

-- -
.-

CARBON OR FLARE* 

SDS Shredder 
Running Down 

/75 0 A 
,.___/ 

(\.j -- -

ATDU/OWS 
Running Down 

2517 0 A 
~ 

2.3 N 
,...-- -

I -

, Area 8 --Tanks 52,53,54 Running Down A 
(Tanks 02 through 04) 

.._/" J39'9 J ¢ 3 0 
(\j ,-- ~ -

Distillation Unit 
Running Down A 
./ 13522 0 3.8 rJ - -

Tank 51 
Running Down 4,Cf A - --

J 2305 0 t0 

Tank 55 
Running Down 

3q6S A 
-../ 

0 I 2, 3 
rJ - ..-- ,---

-- --~--
~-
~-
--
--
--
--
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi~ion 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

instrument Calibration Gases: 

Background Instrument Reading: 

location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU/OWS 

Area 8 - - Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Runni~l Down 

\// 

Ru7~ 

\ 

Down 

Ru\}}1ng 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Inspector: , 
I 

Date of lnsp 
8"' 

Shift: (First or Secon9f) 

&:cone! 
Monitor 10: 

instrument Calibration Gases: 

Background Instrument Reading:Oe 

location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON , OR FLARE" 

SDS Shredder 

ATDU/OWS 

Area 8 ~-Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2110/09 

Unit Status 

I Running I Down 

IR~ I Down 

/Ru~ 
Down 

R~ 
Down 

Ru~ 
I Down 

I Runninjl I Down 

,_/ 

/Ru7g I Down 

r 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 
Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Ccndition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor ID: 

Instrument Calibration Gases: 

Location of Carbon I Unit Status I Inlet 

Control Device 

Vapor Recovery System: Running I Down 

CARBON OR FLARE* 
/ 

SDS Shredder Ru~g 
I Down 

ATDU J OWS 
I Running 

V' 
I Down 

Area 8-- Tanks 52,53,54 Runniflg I Down 

Tanks 02 throu h 04 v/ 

Distillation Unit Ru7g Down 

Tank 51 !Ru~ 
I Down 

Tank 55 IR~g 
I Down 

Revised 2/10/09 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



-------- -~~.~--~~·
--

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Goridition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condi~ion 0.1.17 Record Keeping Requirements (c) 

PCI shafl document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

~ 

location of Carbon 
I 

Unit Status 
I 

Inlet 
I 

Exhaust 
I 

Visual 
I 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Date Time 

Vapor Recovery System: R~ 
I Down I I 

CARBON OR FLARE* 

SDS Shredder R~ 
Down 

ATDU I OWS IR~ 
I Down 

Area 8-- Tanks 52,53,54 Runni!J9 I Down 

Tanks 02 throu h 04 
._/"~ 

Distillation Unit RJg I Down 

Tank 51 
J RunniO'g 

/ 
j Down 

I VI I!.-.. L. I I ... I I \ I It\ I I -I 
- I -··'"'="''"""'-"'"''"'"'= 

Tank 55 IR7 1 Down 
1 ·r- I I i r--. I 1-+~ I I I --

Revised 2/10/09 
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D.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1. i 0 Carbon Adsorber/Canister Monitoring 

Condi~ion D.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~ 

Monitor ID: 
I 

instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

Inlet Exhaust Visual 
Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 

-



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi~ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector:; ~,,, 

Shift; (First nr ~P-cond) 1 
cl 

Monitor ID: 

instrument Calibration Gases: ,/~ 

Background Instrument Reading: 
,l '\ / 

\ ,_/ 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Runnin§l Down 

CARBON OR FLARE* 
\,,,,,/' 

SDS Shredder Runnit)S Down 

\"=-"''""}/ 

ATDU/OWS 
Runnin~ Down 

\""'"""'"""'"'"''"''' 

Area 8-- Tanks 52,53,54 Runni!J€1 Down 

Tanks 02 throu h 04 
\,_,,, y'' 

Distillation Unit Runni!}@ Down 
"-/,,/ 

·Tank 51 
Running Down 

,// 
,~_,,, 

/ 

Tank 55 
R~,l)11mg Down 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATOU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJB:M INSPECTION 
-- -- - -- ~ 

~- ------------- ---------

Inspector: ·(e .J {1 
uv•" / '-/- u 

Date §?'n.sre;tion: 
~ p:l I 

lv'fime: // 0 C) 

Shift: ~t or Second} f 
'r:l I' s 

Monitor ID: 
{11, ',1 ; {( ~ 't?_~ ;) 60() 

Instrument Calibratio,!!_Ga~e
s~ / 

-f-. -;:, c JJ (.;/ •j '(,~ v·, cd 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: R~7 
Down ff-

r~ 
-- N - - -

CARBON OR~LAREJ 
-. ·- ' 

SDS Shredde~ 
Ru7g Down 

t <6~?: C) lf /() - ~ 

I ATDU j ows Rwvg Down 

J6Ccf () ff ;/ J l 
-

' 

'" 1 \ 

-

Area 8 --Tanks 52,53,54 Ru:r Down 
) ~ /) ' ' (__/ 

ft r) -
_{Tanks 02 through 04} 

- -

Distillation Unit Ru/g Down 0 c (p ft n/ 
~-' 1/ -- -

' / 
·'-7' ' 

Tank 51 Ru/g Down ~ 0 If f) 
.-t I z; :) 

--~ 
I 

,----

Tank 55 Ru~7 
Down 

) (0Ll 0 lf r/ 
I 

---- - I 

' 

Revised 2110/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- -· - - - - --- --- - -- ·- ------- -- ----- -- -- -- --

Inspector~ lcK (3.4lu 

Date of lnsprctio~~ 
15 20 II 

I Time: (:b Oo ,Afvt 

Shift: (First or Secdd) 

~con, 

Monitor 10: f'\ 
I f) I ka:::: 2coo 

instrument Calibration Gase~[5tJ1)t, 
rn. 

I J 1[£NE_, !UU~Yl 

Background Instrument Reading(J' O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -~~ 
~ 

-- {\J - --

CARBON OR FLARE* 

SDS Shredder Runnin~ Down 

i77 0 /-\ /\J -~ -

ATDU I OWS 
Running Down 

2J5L-l 0 203 A N 
~~ 

Area 8 --Tanks 52,53,54 Running Down 
13?,?::;5'- Lfl f 1\ N 

(Tanks 02 throuQh 04) -----
0 

.-- - -

Distillation Unit 
Running Down 1

475l 0 l2.b !-\ tJ 
.--

\/ 

A~-/ -
Tank 51 

RunninB- Down 

i22'1f 513 A, -
J 

0 
-

Tank 55 R~~ 
Down 

I2'BIIu 0 Lf l ( /A LJ - - ,• 

-- -·- ·---~ 

Revised 2/10/09 



0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

-:eo 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJH:M INSPECTION 

Inspector: ~) CD wy:rfo ~ 
Date of1 lns~.ection: 

7/JJ) 1/ 
U I Time: I?{) [) 

Shift: ~t or Second) f 
r: "'s 

Monitor lD: M . . !( . 
/b'll "'-""---- o----000 

Instrument Calibrat~ GC!
ses~ / 

::._;_ ":) 6 h ""- ,, '<:... Vl -e._ tou f'fl!~ 

Background Instrument Readiri'g: 
0 ,C) 

Location of Carbon Unit Status inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recove~stem
: Runnl;w Down (f 

,/ --~-· 
-· A) --

CARBON . OR · ~LAREf 

·--- -

SDS Shredde'K._./ Ru7g. Down 0_ ,{)- (J 
/("' j 

- ..-- ---
ATDU/OWS Run~ 

Down 
,):~J7 () .~,1 lt tJ 

v 

- ,__.,.-- -------
: Area 8 ~-Tanks 52,53,54 Ru~,~ 

Down ·s c)<} 7 ff N 
(Tanks 02 through 04) 

r'f 1 ~·· 

~ ··-
1/ • 

I ·~ 
IU 

-

Distillation Unit Ru7 Down 
<-(llt:\ ~ f I !) nJ ---

,:; 
- ~-

. . J 
{ '/"""- i 

Tank 51 
Running Down 

l<:-1 cl '1( {, :, I u If JJ 
/ 

- .....--·- --
Tank 55 Ru/Jhg 

Down 
) :(,:::, '-( I f. 1 lt fj 

0 
- -

1 '• { 

Revised 2/10/09 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: ~) Lowy~+D~ 
Date ~f1 ins~.ectio

n: 

?12-u r! 
iJ I Time: 

176 0 

Shift: et or Second) + 
r-:-, /" s 

Monitor ID: r/"} .. £ "-
I I ;'\ I "'- ,~DoD 

Instrument Calibration Gases: / 

X-:sC;h/A_-/,1 ·~M-e_ lov r/tV'J 

Background Instrument Readirlg: 
0.() 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recov~s
tem: Ru7 

Down _If_ 

. j t - -- fC) ---- -

CARBON OR · FLARE 

SDS ShmddeK._./ Ru7g/ 
Down u tfJ- ;v 

IC ~) 

- -- --
I ATDU/OWS 

Rul/4 Down 
.2 :7(_ )._ 7 0 :),( ll AI - -- ----

Area 8 ~-Tanks 5
2,53,54 Runnin,-9 Down 

3-;~ 7 
ff rv 

i/'' / 
4 .L 

~'?"""'-

~ -

(Tanks 02 through 04} 

~u 

-

Distillation Unit Ru/g Down 11 ) c:l ~. I If A/ 
--~ 

CJ 
-- ----

0 I 

Tank 51 
Run7ng Down 

/1 ~t i .:: ')- 0 II ~) 

1/ 

- --- ---
Tank 55 

Ru/Jhg Down l -· ll __________ In/ __ 
) 

r 

-- -
U' 

I 

-----·-

Revised 2/10/09 
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0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. · 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: (' .J 
C. (/ G ·,.~,, ' (. 

Date of lpspectipn: I Time: 

~~· . ..: . . 
Shift: (First or SeconPJ) 

'-~#·// ' '· ·····-· ,/i 

Monitor 10: c.~~ .. 
; 

·- ::) ~· ) 

Instrument Caiibr9tiory Gases: 
i • /' 

·:::: . ' ; 

"; .• (l ·~·~ ' j '1' '/) ., 

Background Instrument Reading: 
\,_)· 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

./'' ....... , .. \ 
Y/N Date 

Offsite Combustion 

Time 

Vapor Recovery System: ~unhin9,, 
Down 

"'< ,_~ "...., ........... ·· 

~~~ /1 

CARBON . OR fLAREj ·;;::::··· .. 

SDS Shreddei>·~·
 .... 'tunni~g 

Down 1,) 
/} /: .. / 

, .. ~ .... 
ij 

·-,.~,
 

ATDU I OWS 
R.~::ning 

Down f r;/ 
-"~,/ 

' ~~/ 

I 

p·-"',~~:~--'
" 

· ..... i.. 

Area 8 --Tanks 52,53,54 '~unnin,9 
Down • G::: li I'J' 

I 

(Tanks 02 through 04) ~>-""~/ 

... 
-

Distillation Unit 
.Ri.rnnir;ig Down ...... ·.~ 4 r) 

~~~::~_, __ 

) L• 

•' 

Tank 51 
. eunnin!)' Down 

p 'A/ 
~ 

~-::.:: 
•• '""' 1 

. • . 

Tank 55 
R(u m1 in 9,) Down .... -' I ' 

'.... ........... / 
";•'c 

Revised 2/10109 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1. i 7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Monitor 10: 

Instrument Calibration Gases:_ 

~:~~' '•' '·~~ _;__.,,, v .. 

Background Instrument Reading: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Vapor Recovery System: Runnln,fi-1 Down 

CARBON OR FLARE* \./ 
SDS Shredder Running Down 

~\, / 
\./ i 

ATDU I OWS Runni g Down 

J, 

Area 8 • -Tanks 52,53,54 RunV Down 

Tanks 02 throu h 04 

Distillation Unit Rumjn9 Down 

v 

Tank 51 
Run~ing Down ·~ \) / 

Tank 55 Rq~,g Down 

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at feast once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shalf replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 
--- ·~·-

--- -----

Inspector: 1( y--
! c \._ e4:Lo~to 

Date of lnsp,ectiol_: 

~'Lzz 11 
I Time: S"' . cO ;4:-' 

Shift: (First or Second){ 

Seeov"\_c 

Monitor 10: 
Mu1~ l(_ cu~:. Looo 

Instrument Calibration Gases: l C!O!ff"t 
t s.a6u1'fLENE 

Background Instrument ReadingG1. 

0 
Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: R~ 
f-Oown A -- -- 1\J -

CARBON . OR FLARE* 

-
SDS Shredder Ru~ 

Down 
l7 2 

,A .. N .- --

ATDU I OWS Ru~ 
·Down f7 ~ ~ ___... 237 1\-

' »' ) / ;/ 

L. ~·If:> )7?52 // N . .-t I ---r' 

Area 8-- Tanks 52,53,54 Running/ Down 
125Z_ /~ 

{Tanks 02 through 04) / 
(' 0 1\J ~ --

) 

-

i Distillation Unit Run~ 
Down 

3955"' 20'?: ~ /~ ~~~ $:+t"' t.f-62 

Tank 51 Ru7~ 
Down 2, ~~ /\:- N 

:zos:~ Q) 
- ---

Tank 55 Runn7 Down 1/\-
_2_ _I ( CJ JD - ~ 

,_______., 

----- --·-

-- -- ----

. 

Revised 2/10109 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D .1 .1 0 Carbon Adsorber/Canister Monitoring 

CdndiNon 0.1. i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- -- - ·- --- -

Inspector: 

Date of lnspecti 
v 

Shift: (First or Second) 

Monitor !D: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

/ --
- ~ ---

CARBON OR FLARE* 

N 

SDS Shredder Runni~ Down 

v 
- - ----

ATDU/OWS Ruv.g Down -- -

Area 8 --Tanks 52,53,54 RuVV'ng Down 
- - --· 

Tanks 02 throu h 04 

Distillation Unit Ru7 
Down 

- -

Tank 51 Ru7g Down 

.~ --

Tank 55 Ru~ 
Down 

·- ·-

Revised 2/10/09 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condit·ion 0,1.17 Record Keeping Requirements (c) 

f '. 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ·-Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Running I Down 

R~g 

Inlet Exhaust Visual 
Insp. 

Carbon 
Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 o Carbon Adsorber/Canister Monitoring 

Condit·ion D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.14 CARBON ADSORPTION SYSTEM INSPECTION 

!nspector:Al e 
Date of inspec 

?1- ~·-
Shift: (First or Second) ~~+-

Monitor ID: 

·-

Background Instrument Reading: 

location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: Ru/g 
Down - -·- --

CARBON OR FLARE* 

SDS Shredder R~g Down - -- -
ATDU/OWS R7ng Down -- -

I 
I 

: Area 8 --Tanks 52,53,54 
Down - ---

~ Tanks 02 throu h 04 

Distillation Unit 
Down - -

Tank 51 
Down 

---
Tank 55 

Down 
-- -

- --·- ---··- ----·--

Revised 2/10/09 



0. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.l.l4 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: J::!J ck fALoMd 

Date o??l/Jeltion: 
~ · II 

I Time: --boiCoAf1 

Shift: (First or Second) d 
~COil 

(jf..J<T (AJOJN 

Monitor ID: M ~ 
lib /2..ae 20CJ C) 

instrument Calibration Gises: 

1 S.c>g v 1"- Lf/'J:E- ( 

Background Instrument Reading: 
O,C) 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y!N Date Time 

Vapor Recovery System: Running Down A w - - -
CARBON . OR FLARE* 

SDS Shredder R~ 
Down 

J7Ei C) A IJ - -

ATDU I OWS Run~ 
Down I\ rJ 

3<652. 0 2.5 --- # 

-"" 

Area 8 --Tanks 52,53,54 Ru~ 
Down 

2 q1 A fJ 6 
- ' 

{Tanks 02 throu~h 04) 
•t 

- I 

-

Distillat~on Unit Ru~ 
Down, 

!tf75 J 7 I l () 1\ (\{ - - -

Tank 51 
Ru~ 

Down 
>2. \I A 2.~ f0 - -

j Tank 55 
Running Down 125D '3,'1 r ~ -
_/ 

a 
~· 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Ccindi~ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: _A\ ~ r\ 
t-€ \~,\r1c\ v (> t Y'Y!G\ VIC t'L 

Date of lnspecti~ r: I Time: 
f) \)1(\/\ 

7?'-2 -\\ 
Shift: (First or Second) \s+ 

T 

Monitor ID: 
M;~'~~ Kc" e 2Ga u 

Instrument Calibration Gases: 
\OC\nr\ rl\ \ soh,;t\11 i'n Q 

Background Instrument Reading: I r O ' O I 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

v - A '- -' 
-

CARBON OR FLARE* 

SDS Shredder Running Down (:\ A 1\l 
~ \() ln 

~- - ---
ATDU J OWS Ru;~ng Down 

lz u J\ ,bl. Z-'() 
- ·- I 

Area 8 -- Tanks 52,53,54 Running Down ·\ ooo .~{ A 

I 

(Tanks 02 through 04) ~/ 
N ·- ~ -

-

Distillation Unit Running Down (a]_~ C) 
(ol 3 A 

.. ~ 
N - -

Tank 51 R7ing Down 6 A ;f\1 
2~~'0 5.2 

,_ -

Tank 55 
Running Down 

.lJJS'~ C) z .. ~ 1\ ;'4 
v 

~ -

Revised 2/10/09 



: 

1''',1 

D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi~·ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 
- ~ -- - ~-

Inspector: (j< cJ< 
t . '- f'ALot--tC 

Date of lns-rectior,: 
~ ..;;;s II 

I Time: 5:00AM 

Shift: (First or Secodd) 

Secon 
Monitor ID: " 

M I t1 t Rae 2ooo 
Instrument Calibration Gases: 

1 s.o Bu tY-cr=NE tooffM 

Background Instrument ReadingO. O 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 
Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

1 
Vapor Recovery System: Running Down A 

' 
v - N - -

CARBON OR FLARE* 

SDS Shredder Ru~ Down 

177 C) A N - -
ATDU I OWS 

Running Down 0 '2,3 If\ (\J 
J 23S4 

- -

Area 8 --Tanks 52,53,54 Running Down 

135Lf A 
(Tanks 02 through 04) ~ L7 0 N - - I 

Distillation Unit Running Down 0 57 A ~i ~
 .. ~ ~t;: 46.2.- : 

~ lqS7 .,.'"'1,1""1 - I 

Tank 51 
Running Down 

l3t/S I 3,g A N 
~ 

0 - -

Tank 55 
Running Down A 
~ 4Lf 3 N - -
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition D~ 1.10 Carbon Adsorber/Canister Monitoring 

Condit-ion D. i .17 Record Keeping Requirements (c) 

PCl shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCl shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJH:M INSPECTION 

Inspector: 

~ .;:! 

l ,-, 

Monitor ID: 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down -
CARBON - OR FLARE"' 

- -
SDS Shredder Run~,g' 

Down 

~ -

ATDU I OWS Ru~ 

~- - -

Area 8 --Tanks 52,53,54 Run~ 

--

Tanks (t2 throu h 04 

-

Distillation Unit RunV/ 

- -
Tank 51 

Running 

-
--

-

Tank 55 

- --
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

'') 

Condition D. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition D.i.i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: 

Date of lnsg~~tj~~: 
,~2, l~,~~· (::: 

Shift: (First or Seconq) 
.. " j 

,_ 

Monitor lD: 

Background Instrument Reading~ 
1,"··· 

Location of Carbon Unit Status Inlet Exhaust Visual Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Running Down 

CARBON OR FLARE* 

SDS Shredder 
Running Down 

',"=.,..7,/''/'. 

ATDU J OWS 
Running Down 

"~·-"'.~ 

Area 8-- Tanks 52,53,54 Running Down 

Tanks 02 throu h 04 

Distillation Unit 
Down 

\-,~"'/' 

Runni~S 
Down 

\;,, .. ,,,,../ 

Tank 55 
Runnipg 

..+/ 

Down 

Revised 2/l 0/09 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND UlJAh, '-- _ 

Condition 0. i .1 0 Carbon Adsorber/Canister Monitoring 

Condition D. i. i7 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTEM INSPECTION 

Inspector: -fp ,;/ Ct/rvvf' } c /~; 

Date of Jnspe,;ction: 

6 / :::t ·~, '/ I .· ······~. ~ 

1

i I Time: .5/ :~) 

Shift: (First or ~ec~~lf) 
z./ 

"-...... 
. ) !,;:. .~ c •• ' 

!VIonitor !D: 
,/l/1 .· (,.,~" 

"'' .• 

i' ; 1 ~/~ : 
~ 

" ":"'· t~,,} (__,,,' t"..if) 

Instrument Calibration Gas~~: 
#; 

.-c ... ';, .. /' •!\. [· / ''f: j! J' lt v./1'1'/' 

Background Instrument Reading: 
•...... • •... · 

Location of Carbon Unit Status Inlet 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runni11~
 Down l' 

i 

CARBON OR FLARE* 
./ ,/ 

I 

i/ 

u 

SDS Shredder 
Runnlp(g Down • CJ ~r 

..-·~· 

;/ // 
. ''~· 

~/ ~-

ATDU/OWS 
Run~tl'lg

 Down /(:, / c/ C; l 

.-~-'~,.~-
' 

{ / 

·'·· 
!iJ 

? ~~ 

Area 8 ti- Tanks 52,53,54 Runo/ng Down •; c 
,1~~ rt) 

(Tanks 02 through 04) 
.t,// 

/ 

,. 

-

Distillation Unit 
Runnifig Down Cr :,,;"", c/ t 

i 

'l 

/:/ 
"*~ 

J If ./ 

.. ,,, .• 

\,» / 

Tank 51 

Runmi1;1g Down 
c, l r·j 

/ / l c 1 

,,, .. ~,. 

:' // 

Tank 55 

Rur;mlng Down 
0 

/~j A/ 

_ .. ----~--~··'
''' 

J 
{ <} / ;1 , .... ·.. / 

;}.~
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERL r 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

CondWon b. i .17 Record Keeping Requirements (c) 

PC! shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor iD: 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OWS 

Area 8 ~-Tanks 5
2,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank s·1 

Tank 55 

Revised 2/10/09 

I Running I Down 

IR~ I Down 

IR~ 
I Down 

Running I Down 

v/ 

Run~ 
Down 

t-

I R~ I Down 

I RJg Down 

Inlet 
Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERL r 

Coridition~D
.i .I 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PC! shall dacument compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST18M INSPECTION 

Inspector: 

lnstrum 

Location of Carbon 

Control Device 

Vapor Recovery System: 

ATDU I OWS 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status Inlet 

R 
Down 

Exhaust 
Visual 

Insp. 

Carbon 

Replacement 

Y/N Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK 1 r.:;r..~. 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndi~io
n 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST11IM INSPECTION 

Inspector: 

Date of Inspection: 

'/d. ·~ 1 

Shift: (First or Second) 

Monitor lD: 
If'\ 

Instrument Calibration Gases: 

Background Instrument Reading: 

Location of Carbon Unit Status 
Exhaust 

Visual 
Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement RoJJ Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: Runnjhg Down 

J 

-· 

CARBON OR FLARE* 

-

SDS Shredder 
Run~ 

Down 

-

ATDU I OWS 
Run::r 

Area 8 --Tanks 52,53,54 

Tanks 02 throu h 04 

Distillation Unit 

Tank 51 

Tank 55 
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0.1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUAK1cr ...... 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition D.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJSM INSPECTION 

lnspectoF""% 

'~~~ 

Date of 111spe\tion: 

'\?\zf~t 

Shift: (First or 

Monitor ID: 

Instrument Calibration Gases~ 

"'' l' i ~··· •'• 

' I z:,. .. )t,,b•;:, ~:~ • 4. ~.Q.l~ 

Background Instrument Rea~p~1 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

Y/N Date Time 

Vapor Recovery System: 

• CARBON . OR(FLARE:~:
 

sos Shredder'' 

ATDU/OWS 

Area 8 ~-Tanks 
52,53,54 

{Tanks 02 throu h 04 

Distillation Unit 

Tank 51 
~-,,,~'"" -"~

,~--

Tank 55 
/f'zunning,; Down 

' 
/'~ 

'"""~-"-"
"" 
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D. 1. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Cdndit·ion D. i .17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

ON ADSORPTION SYSTJ8M INSPECTION 

Shift: (First or ~cond) 

6-t-

Monitor ID: 
j '" 

Instrument Calibration Gases: 

Location of Carbon Unit Status Inlet 
Exhaust Visual 

Carbon Spent Carbon Placed in 

Control Device 

Insp. Replacement Roll Off Box No. for 

Offsite Combustion 

YIN Date Time 

Vapor Recovery System: 
Down 

·-

CARBON OR FLARE* 

-

SDS Shredder 

~- -

ATDU I OWS 
Ru~ 

- --

Area 8 • - Tanks 52,53,54 

-- -

Tanks 02 throu h 04 

1 Distillation Unit 

- ---

Tank 51 

-- --

Tank 55 
Ru 

--- --
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0. i. CARBON ADSORPTION MONITORING LOG FOR DAILY AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condit-ion 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at !east once per shift when the SOS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PC! shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYSTJE:M INSPECTION 

Inspector: 

Instrument Calibration Gases: ., 
Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON.OR~ 
SDS Shredder 

ATDU/OWS 

Tank 51 

Tank 55 

Revised 2/10109 

c 

Unit Status 

Down 

Inlet Exhaust Visual 
Insp. 

A 

Carbon 

Replacement 

YIN Date Time 

-~-
~~-

-

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MONITORING LOG FOR DA/L Y AND QUARTERLY 

Condition 0.1.1 0 Carbon Adsorber/Canister Monitoring 

Condition 0.1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder. the ATDU, the Distillation Unit, 

and the tanks are in operations. PC/ shall replace the carbon canister when breakthrough is detected as stated below under Note. 

D.1.14 CARBON ADSORPTION SYST1B:',M INSPECTION 

Inspector: 

!Vlonitor lD: 

Location of Carbon 

Control Device 

Vapor Recovery System: 

CARBON OR FLARE* 

SDS Shredder 

ATDU I OVVS 

Area 8 ~-Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

Unit Status 

Down 

Exhaust Visual 

Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 



D. 1. CARBON ADSORPTION MOI\IITORII\IG LOG FOR DAILY AND QUARTERLY 

Condltron D. i. i 0 Carbon Adsorber/Canister Monitoring 

Cdndl-:oion D. 1.17 Record Keeping Requirements (c) 

PCI shall document compliance by monitoring for VOC breakthrough at least once per shift when the SDS shredder, the ATDU, the Distillation Unit, 

and the tanks are in operations. PCI shall replace the carbon canister when breakthrough is detected as stated below under Note. 

Monitor ID: 

Location of Carbon 

Control Device 

\f:=mAi"'"Recovery System: 

OR FLARE* 

Area 8 --Tanks 52,53,54 

Tanks 02 throuah 04 

Distillation Unit 

Tank 51 

Tank 55 

Revised 2/10/09 

ST1EM INSPECTION 

Unit Status 

Running , I Down 

~-

Running 

Exhaust Visual 
Insp. 

Carbon 

Replacement 

YIN Date Time 

Spent Carbon Placed in 

Roll Off Box No. for 

Offsite Combustion 


